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TOOLS TO USE

s
Circular Saw Electric Screwdriver Wood Furring Strip
Pencil

Black Flat Head Screws Keel Sound Absorbing Wool

Insulation
2%
Knife Structural Adhesive Structural Adhesive
Gun



THE STANDARD INSTALLATION METHOD

*Our slat panels can also be mounted directly on the wall with glue or screws.

METHOD 1:
STANDARD INSTALLATION WITH ADHESIVE

«Firstly, clean the wall surface and make sure it's without nails and screws, then
measure the wall and panel, and then add structural adhesive to the backing

felt of the panel. Finally, mounting the panel on the wall.

METHOD 2:
STANDARD INSTALLATION WITH SCREWS

«Firstly, make sure the wall surface is clean and dry, then measure the size
of the panel you need, and then mark where the screws will go through.
Lastly, screws the panel on the wall directly. Note:10. Black flat head screws

should be used.

Cutting the panels

+Cutting the panels with a circular saw and a knife to the length and width you

need. The size of our panel: 94.488” x 12.598” x 0.826” (2400x320x21mm)



THE INSTALLATION METHOD MOUNTING TO
WOOD FURRING STRIP

eInstall the underlying wood furring strip. Using a pencil to mark out where the
screws will go through, then using an electric screwdriver to fix the wood
furring strip on the wall or ceiling with screws. It is recommended to attach the

wood furring strip at an interval of 2’ from each other.

*Mounting the slat panel with screws.

*Mounting panels to the wall or ceiling



TO PLACE PANELS ON A CEILING
THE INSTRUCTIONS ARE THE SAME AS ON A WALL

wall ceiling
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5 rows of 2 5 rows of 4

*Screw the panels to the wall or ceiling.
*For walls, we recommend 10 screws per panel in 5 rows of 2 screws across.

For ceilings, we strongly suggest 5 rows of 4 screws across.



THE INSTALLATION METHOD FOR
HIGHEST SOUND ABSORPTION
Step 1:

The preparation of wall or ceiling

*Preparing a clean and dry wall or ceiling

Installing sound absorbing device

*We recommend installing the keel initially, then the sound absorption wool,

and then the wood furring strip and panels. With this combination, you will get

the highest sound absorption.

*Inserting the sound absorption wool between the keel and wood furring strip.



Step 3:
Mounting the panel

*Using the electric screwdriver to screw through the black felt into the wood furring

strip .

*When assembling in continuation to each other, please note that the felt side of

the one panel is seamless with the slat side of the following panel.

*The wall and ceiling are fully installed now.
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